Manhole ring and cover
x
I - f = NOTES:
= 400 mhn wax =
el oo MIN [ [“.Je————Circulor adjustment section R -
3 mm = % 1. Knockouts shall have a wall fhickness of 50 mm minimum
S L B )= to 65 mm maximum.
°

~J&————— Eccentric cone section

£
kL
5 —
& 300 mm
E (TYP) i
N =% MANHOLE DIMENSION TABLE
s
e 1200, 1350, or 1500 L~ vaxTMuM | MINIMUM BASE REINFORCING STEEL
— DIA WALL BASE knockouT | DISTANCE mm2/mm [N EACH DIRECTION
THICKNESS | THICKNESS BETWEEN
: Stze KNOCKOUTS | INTEGRAL BASE | SEPARATE BASE
Z . - 1200 100 150 900 200 0.32 0.49
E «
= Precast riser sections 1350 115 200 1050 200 0.40 0.40
€ e 1500 125 200 1200 200 0.53 0.53
Nw
~ v
4| Steps or Iadder R
o :
3 o
~ o
v 300 mm MAX ALL DIMENSIONS ARE IN MILLIMETERS
- 2a N UNLESS OTHERWISE NOTED
Slope .
-
]
- Channe! and shel £ MANHOLE TYPE 1
o
Mor tar / -4 . .
Fillet ’ 5 ———— Reinforcing steel

1 =
25 mm MIN

65 mm MAX

i
'_]150

PRECAST BASE WITH INTEGRAL RISER

150

SEPARATE CAST IN PLACE BASE
“0" Ring
Gravel bockfill for
pipe zone bedding

]150

SEPARATE PRECAST BASE



